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PANEL POST SPACING 16'-6"(5029 mm) C.C.

SMOOTH WIRE LOOP (SEE SPECIFICATIONS FOR GAUGE)

4-3"(76 mm) O WOOD STAYS EVENLY SPACED SMOOTH WIRE LOOP OR STEEL STRAP

(SEE SPECIFICATIONS FOR GAUGE)

MECHANICAL GATE CLOSER

WOVEN WIRE GATE
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MECHANICAL GATE CLOSER

(SEE SPECIFICATIONS FOR GAUGE)

SMOOTH WIRE LOOP OR STEEL STRAP

3"(76 mm) MIN.

6"(152 mm) MIN.

SMOOTH WIRE LOOP (SEE SPECIFICATIONS FOR GAUGE)

4-3"(76 mm) O WOOD STAYS EVENLY SPACED

PANEL POST SPACING 16'-6"(5029 mm) C.C.

WIRE GATE
TYPE A

WIRE GATE

PANEL POST SPACING 16'-6"(5029 mm) C.C.

4-3"(76 mm) O WOOD STAYS EVENLY SPACED

SMOOTH WIRE LOOP (SEE SPECIFICATIONS FOR GAUGE)

6"(152 mm) MIN.

3"(76 mm) MIN.

SMOOTH WIRE LOOP OR STEEL STRAP

(SEE SPECIFICATIONS FOR GAUGE)

MECHANICAL GATE CLOSER
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1. THE OPENING END OF GATE SHALL BE PROVIDED WITH SMOOTH WIRE LOOP AT BOTTOM
  OF END STAY AS IS COMMON PRACTICE FOR FASTENING WIRE GAP GATES OR AS 
  MODIFIED FOR GATES WITH MECHANICAL GATE CLOSERS.

2. CONSTRUCT AN END OR STRESS PANEL ON EACH SIDE OF TYPE REQUIRED IN THE
  SPECIFICATIONS.

NOTES:

TYPE B 
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3. THE METRIC CONVERSIONS ARE PROVIDED IN PARENTHESIS

FOLLOWING THE ENGLISH UNITS.


